el

¥%" # STAINLESS

USE CABLE
., u THIMBLE AT
3" BOTH ENDS

STEEL CABLE\
€

4"
on

E g 10" g
%" STAINLESS WIRE ROPE STEEL CLIPS.

INSTALL AND TORQUE TO MANUFACTURER’S
GUIDELINES. SPACE INTERIOR CLIPS EQUALLY. A

TOTAL 3 CLIPS PER END

%" GALVANIZED ALLOY STEEL FORGED ANCHOR SHACKLE
WITH COTTER PIN.

ELEVATION

INSTALL THIS CLIP AS CLOSE TO
LOOP OR THIMBLE AS POSSIBLE

Yg" CHAMFER INSIDE
EDGE OF HOLE 45°

R 5" x 4" x %"

4"

(Typ)
iy

PLAN
END SAFETY CABLE DETAIL

1" Dia HOLE-]

\ %l
o ?WALKWAY GRATING

i

INTERIOR SAFETY LUG DETAIL

[>~—1" ¢ HoLE

| /4" THICK

SEE NOTE 1

SEE "END SAFETY
CABLE DETAIL" FOR
LUG DIMENSIONS

AND HOLE

" T X

JE 5" x 4" x

S T E
|

[~ END SAFETY LUG

STIFFENER PLATE
COPE CORNER TO FIT

EXTERIOR WALKWAY BRACKET

WELD LUG

EXTERIOR WALKWAY BRACKET

%" THICK
WELD LUG

1Y," Dia HOLE
FOR %" Dia
STAINLESS STEEL
CABLE, THIMBLE,
AND CABLE CLIPS.
(4 CLIPS PER END)

UPPER CHORD

%

ELEVATION

pDist| counTy ROUTE

POST MILES  |SHEET| TOTAL
TOTAL PROJECT | No. [SHEETS

REGISTEBED CI

May 31, 2018

L ENGINEER

Stanley P. Johnson
€57793

PLANS APPROVAL DATE

%
THE ACCURACY O COMPLETE
COPIES OF THIS PLAN SHEET.

THE STATE OF CALIFORNIA OR ITS OFFICERS
AGENTS SHALL NOT BE RESPONS/BLE FOR
WESS OF SCANNED

/8L

BACKSIDE WELD LUG DETAIL

NOTE:

Backside weld lug shall be installed only

for projects requiring backside walkways.

CJP

‘ % WALKWAY GRATING

/4" THICK
STIFFENER PLATE

WALKWAY BRACKET,
W5 x 16

END SAFETY LUG DETAIL

NOTES:

1. Place an equal amount of washers on each side to align cable with end lug without

restricting shakle bolt rotation or contacting cable.

2. For walkway grating details, see Standard Plan S114.

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION
OVERHEAD SIGN-TRUSS
SINGLE POST TYPE
SAFETY CABLE
ANCHORAGE DETAILS
CHANGEABLE MESSAGE SIGNS
MODEL 500 AND 510

NO SCALE
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